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Line Part Description Quantity Unit Price Ext. Price
1 Dwil For liquid phase oxygen measurements in suspensions 1.00 EA 1,095.00 1,095.00
of 200 pl - 2.5 mls. Supplied with S1 electrode disc, 2
magnetic followers, sample membrane, and package of
spacer paper.
2  OXYV1 Oxyview combined manual oxygen control box & 1.00 EA 1,595.00 1,595.00
integral magnetic stirrer. Digital display & analogue
output. Compact design. Supplied with S1/ADL,
analogue output lead, & Universal input power mains
power supply.
3 LS2 LS2/H Tungsten-halogen 100W light source housing 1.00 EA 3,300.00 3,300.00
(50W bulb available upon request) and LS/PS stabilized
mains power supply. For use with DW1, DW3, LD1/2 or
LD2/3.
4 QRT1 Quantitherm light & temperature meter comprising 1.00 EA 2,275.00 2,275.00
hand-held display unit and detachable sensor assembly
(QTP1). Displays PAR intensity (0-50,000 umol m-2 s-
1) and Temperature (0-50°C) (32-122°F). Analogue
output for continuous monitoring via chart record
5 A2 Membrane applicator to assist with smooth application 1.00 EA 105.00 105.00
of sample membrane to electrode disc
6 A3 Top plate key & alignment jig to dismantle & reassemble 1.00 EA 105.00 105.00
DW1, DW1/AD, or DW2/2 chambers
7 A5 Set of 4 - 50 mm sq. neutral density filters (0.1, 0.3, 0.6, 1.00 EA 870.00 870.00
& 1.0 OD) for use with LS2 & FLS1
8 S2/P Magnetic Followers, PTFE coated for use with DW1, 1.00 EA 70.00 70.00
DW1/AD, & DW2/2 (pkg. of 5)
9 83 Glass reaction vessels for use with DW1, DW1/AD, & 1.00 EA 140.00 140.00

DW2/2 (pkg. of 2)
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10 S4

11 S5

12 S16

Membrane, PTFE 0.0125 mm x 25 mm (30 m reel)

Spare 'O’ rings for DW1 (pkg. of assorted sizes)

Electrode cleaning kit

Miscellaneous Charges

Freight & Insurance 70.00
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1.00 EA 135.00 135.00
1.00 EA 65.00 65.00
1.00 EA 55.00 55.00
Line(s) Subtotal: 9,810.00 USD
Misc. Charges Subtotal: 70.00 USD

Total: 9,880.00 USD
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