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Car Wash Preventive Maintenance Checklist

Date Location

Time

O Observe and inspect the tunnel, automatic and/or self service bays for proper function.

O Check all proximity switches, photo eyes, and pulse generators for proper function, distance
and alignment.

O Check all chain tensions, gearboxes, brushes for proper tightness and function — lubricate
as necessary

O Check wand belts tension and condition

O Check all Hoses & Wires for proper connection and wear

O Check all meter boxes, change and vending machines and vacuums

O Replace or clean fresh water screen

O Check all chemical settings and levels

O Titrate chemicals and water hardness - quarterly

O Check all chemical pumps and dilution devices

O Inspect and clean all chemical foot valves as necessary

O Check all high-pressure pumps for correct output pressure. Adjust and add oil as necessary

O Inspect and grease chains and adjust if needed

O Inspect, adjust and add oil as necessary for the air lubrication system

O Check for fault advisories and make necessary corrections

O Inspect and adjust as necessary the high pressure bypass valve

O Inspect POS system

O Inspect reclaim and water softener (Owner is responsible for salt)

O Inspect reverse osmosis system and spot free equipment (If applicable)

O Check for correct wash winterization when applicable

Repair Recommendations/Notes

Technician

Operator/Manager

511 Spruce Street, Suite 1 | Clearfield, PA 16830 | Phone: 800-528-5733 | Fax: 888-223-4835 | www.HydroSpray.com



